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Company Profile

By several years of rich experience, the professionalism of excellence, advanced management concept, scientific development
research, strict quality management and excellent customer service, Uniglobal Industries is the confidence and guarantee of your
career.
Through reasonable technical research and sound production process control security system, Uniglobal Industries strictly controls
every link, tries its best to provide cost—effective injection molding machine to clients under the quality aim of pursuing quality zero
defect.

Company Service

Uniglobal Industries - Not only produces high quality standard injection molding machines for you, but also provides you custom-made
service according your operation habits and personal preference. Uniglobal Industries wil try its best to design and manufacture the
machine for you no matter of special colors, configurations or special functions to work professional molds. We will manufacture ideal
machinesforyoustandinyourpositionwithreliable quality and reasonable price.

High speed Flexible
Optimized design of mechanical structure, lubrication system, Building block design makes it easier for scientific collocation of
electrical control, resulting in a significant increase in the speed various parts

of the operation

Energy saving Stability

Servo precision energy—saving power system, with 12’ high Our company has staff with several decades of experience in
performance controller, almost comparable to the full electric this field, so that the problems of products from the processing to
IMM energy—saving effect. the finished product can be solved very well, greatly improving

the machine stability and durability
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| Unit

TheinjectionunitofUniglobal Focus Series adopts Double CylinderInjection Technology, the fastinjectionresponse, highaccura-
cy,smallmotioninertia, smallmechanicalback pressure, makeitsuitable forproducing precise and thin-wall products.

Double Linear Guide Rail
Adopting double linear guide rail for injection unit, it has lower friction, faster speed, better precision and stability.

Outstanding Seal Element Suppliers
World famous brands oil sealing element, longer working lifetime.

Double Injection Cylinder

Double injection cylinder, ensures the precision, stable and high speed injec—
tion. Standard high quality SKD61 screw tip, check ring and trust ring,
38CrMoAl screw and barrel, make the machine has a wonderful plasticization
ability and longer working life.

Double Carriage Cylinder

Double carriage cylinder structure, avoids nozzle bias error, ensures the
touching surface between nozzle and mould has no leakage.

Clamping Unit

Uniglobal Focus Series clamping unitadopts 5 points toggle system, it
decreases 33% distortion copmaring normal system, the better
rigidity can adapt precise products molding and highly improve mold's
lifetime.

VVolume Quantitative Lubrication Distribution System

It can make sure every lubrication point be fully lubricated, average oil distri—
bution and higher lubrication efficiency. It can greatly improve the working
life time of the lubrication parts.

Special Ejector Rod Structure Design

This design makes it very convenient to install counter pull ejector rod, which
extremely expands the adaptability of the machine.

Built—in Mechanical Safety Bar

Built—in mechanical safety bar, makes the outfit more harmonious and safer.*

Larger Space Between Tie—bars

Enlarged space between tie—bars and bigger opening stroke can achieve
the easy installation of multi-cavities mould, and it has better adaptability
for the increasing precise mould dimension.
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Electric control

Brand New Software and Electric Control System

The newly designed hydraulic system on the Uniglobal Focus Series, cooperates with a brand new software and electric control tech—
nology, realizes fast response, high precision speed and pressure control.

Electric Elements &

World famous brands electric elements, color LCD screen for controller,
temperature PID control, Large—capacity mold data storage system,
fast response speed, with modernized network management function.

High—Precision Controller
b e o
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It needs only 0.05 second to achieve the maximum power output and it
can shorten the moulding cycle time accordingly.
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Hydraulic
Unit

Energy—Saving Power System

Adoption of servo motor and internal gear pump power system, realizes the
power output mode of ‘Energy output only depend on the require demand’ .
It avoids energy waste and the energy—saving ability can reach to 20%-80%
comparing with the traditional power output mode for injection molding ma—
chine.

World Renowned Brands Hydraulic Components

Adopt world—famous brands of hydraulic parts, ensure machine's precision,
durability and stability.

Proportional Back Pressure Control

Melt back pressure adopts proportional back pressure control, makes the
process adjustment range wider and producing status more stable.




WINMACH

SPECIFICATIONS CH 1300F CH 1600F
380 600
INTERNATIONAL SIZE RATING UNIT
A B C A B C
36 40 45 40 45 50
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SPECIFICATIONS CH 2000F CH 2600F CH 3000F

780 1440 1440
INTERNATIONAL SIZE RATING UNIT
B C A B C A B C
45 50 55 55 60 65 55 60 65
22 20 18 22 20 18.5 22 20 18.5
373 461 558 712 848 995 712 848 995
340 419 508 648 771 905 648 771 905
2101 1702 1406 2023 1700 1448 2023 1700 1448
180 178 178
2000 2600 3000
435 485 550
525 x 465 565 x 515 630 x 580
550 600 640
180 200 230
135 140 150
53 62 70
22 30 30
11.5 135 13.5
5.2 x 1.48 x 1.98 6x 1.65 x 2.15 6.3x1.72x2.25
6.2 8.2 10
300 430 430
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WINMACH

SPECIFICATIONS CH 3600F CH 4500F
2220 3040
INTERNATIONAL SIZE RATING  UNIT
A1 A B C A B C
60 65 70 75 70 75 80
23.3 21.5 20 18.6 22 20 18.5
1074 1261 1462 1678 1674 1921 2186
977 1147 1330 1527.7 1523 1748 1989
2068 1762 1520 1324 1817 1582 1391
154 156
3600 4500
660 740
730 x 680 830 x 780
740 850
250 300
160 180
70 110
37 45
22.8 29.5
7x1.9x2.35 7.65x2.05x2.3
14 18
550 700
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SPECIFICATIONS CH 5600F CH 6500F
INTERNATIONAL SIZE RATING 070 £
A1 A B c A B c
75 80 85 2 85 9 95
21.3 20 19 17.8 22 21 20
1943 2211 2496 2799 2581 2894 3225
1768 2012 2272 2547 2349 2634 2934
2097 1843 1633 1456 1799 1604 1440
136 107
5600 6500
900 900
877 x 795 925 x 875
910 900
330 330
200 280
125 150
55 45+22
33.5 46
8.6 x2.3x2.38 9.6x23x27
26 30
900 1000
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WINMACH

SPECIFICATIONS CH 8000F CH 10000F
INTERNATIONAL SIZE RATING ~ UNIT 290 2040
A B c A B ©
85 95 105 105 115 135
23 21 19 24.1 22 18.7
2979 3721 4546 4810 5770 7951
2711 3386 4137 4377 5251 7236
2003 1604 1313 1985 1655 1201
129 99
8000 10000
950 1180
1020 x 960 1180 x 1100
1030 1250
400 500
280 325
186 245
55+22 55+37
54 65
1M1x23x27 11.5x 2.5 x 2.75
35 46
1150 1300
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PET PREFOR
INJECTION MACHINE

PET1200-570

By the recognition of the market with large column spacing, and efficient to meet the PET preform mould size is larger, the practical
needs of the CLAMPING force smaller industry characteristics.

Increase the power of the motor configuration 20% faster than conventional machines .

The shot weight increased by 40% compared witti the conventional machine, the melt cycle is shorter.

Increase the eject power and stroke distance are more than 30%, which is more suitable for multi cavity and deep cavity forming.
Adopting the servo proportional system, comparing with traditional system, it can save energy 30% to 60%, Also, can save water 30%.
The injection unit adopts the structure of double linear guide rail, so that the injection is faster, more accurate and more stable.

High rigidity T slot platen, more convenient to replace the mold needs.
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WINMACH

SPECIFICATIONS PET800-530

INTERNATIONAL SIZE RATING UNIT 710
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25
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101
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525 x 465
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PET

SPECIFICATIONS

PET1200-570

PET1500-630

INTERNATIONAL SIZE RATING UNIT 1040 1450
67 75
25 25
1004 1325
1165 1537
163 164
2800 3000
485 550
565 x 515 630 x 580
550 620
200 230
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20.5 27.5
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WINMACH

SPECIFICATIONS PET2100-680 PET3100-730
INTERNATIONAL SIZE RATING 2230 2900
83 95
25 25
1893 2693
2196 3124
100 122
3600 4000
590 660
680 x 680 730 x 680
700 830
250 280
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335 415
7.5X 1.85 X 2.12 79X1.9X22
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UNIGLOBAL INDUSTRIES

Pooth Khurd, Bawana, New Delhi-110039
Mobile : +91 9650865191
Email : uniglobalcompany@gmail.com
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